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Banner EZ Screen Low Profile

Low Profile Accessories

SLPP25-550P88
Banner EZ Screen LP Kit - Non-Cascadeable, 25mm beam spacing, 550mm
coverage area, 8-pin M12 pigtail QD

SLPP25-830P88
Banner EZ Screen LP Kit - Non-Cascadeable, 25mm beam spacing, 830mm
coverage area, 8-pin M12 pigtail QD

SLPP25-970P88
Banner EZ Screen LP Kit - Non-Cascadeable, 25mm beam spacing, 970mm
coverage area, 8-pin M12 pigtail QD

SLPP25-1110P88
Banner EZ Screen LP Kit - Non-Cascadeable, 25mm beam spacing, 1110mm
coverage area, 8-pin M12 pigtail QD

SLPP25-1250P88
Banner EZ Screen LP Kit - Non-Cascadeable, 25mm beam spacing, 1250mm
coverage area, 8-pin M12 pigtail QD

LPA-MBK-22-HHB
Banner end-cap bracket for mounting sensor inside Unistrut metal framing.
Fits Unistrut P1000 size (1 5/8"), with M6 or 1/4" channel nuts. 14-ga, Includes
Channel Nut w/ spring and 1/4"x20 x 1-1/4" SHCS

LPA-MBK-180
Banner Pair of Line staright brackets for 2 cascaded emitter/receiver pairs

CSB-M1281M1281
Banner Micro-style Quick Disconnect Splitter Cable, 8 pin Double-ended w/0.3
M female Branches and Male Rotatable Trunk Connectors; 0.3M trunk Length

LPA-MBK-11
Banner EZS LP accessory side mounting brackets

DEE2R-825D
Banner, 8-Pin EURO (MICRO DC), Straight Male to Straight Female Patch-
cord, 22awg, PVC, 25ft (7.6 meter)

QDE-825D
Euro-Style Quick Disconnect Cable, 8 Pin Euro-Style Female Connector, 8 m
(25 ft) in Length, Non-Shielded



Banner EZ Screen 

SLSP30-600Q88
Banner EZ-SCREEN PAIR; 30 mm beam spacing, 600mm coverage area, 8-pin 
M12 QD

SLSP30-900Q88
Banner EZ-SCREEN PAIR; 30 mm beam spacing, 900mm coverage area, 8-pin 
M12 QD

SLSP30-1050Q88
Banner EZ-SCREEN PAIR; 30 mm beam spacing, 1050mm coverage area, 8-pin
M12 QD

SLSP30-1200Q88
Banner EZ-SCREEN PAIR; 30 mm beam spacing, 1200mm coverage area, 8-pin
M12 QD

SLSCP30-600Q88
Banner EZ Screen pair, cascadable, 30mm beam spacing, 600mm coverage, 8-pin
micro QD

SLSCP30-750Q88
Banner EZ Screen pair, cascadable, 30mm beam spacing, 750mm coverage, 8-pin
micro QD

SLSCP30-900Q88
Banner EZ Screen pair, cascadable, 30mm beam spacing, 900mm coverage, 8-pin
micro QD

SLSCP30-1050Q88
Banner EZ Screen pair, cascadable, 30mm beam spacing, 1050mm coverage, 8-pin
micro QD

SLSCP30-1200Q88
Banner EZ Screen pair, cascadable, 30mm beam spacing, 1200mm coverage, 8-pin
micro QD
SLSCP30-1500Q88
Banner EZ Screen pair, cascadable, 30mm beam spacing, 1500mm coverage, 8-pin
micro QD

EZ Screen Accessories

EZA-MBK-21
Mounting Bracket for "L" configuration of 2 cascaded light curtains

EZA-MBK-12
Center Mounting Bracket for 1 emitter/receiver.

CSB-M1288M1281
Banner Euro-style Quick Disconnect Splitter Cable 8 Pin Double-ended with 0.3
Female Branches and  Male Rotatable Trunk Connector; 0.3 m Trunk 
DEE2R-825D
Banner, 8-Pin EURO (MICRO DC), Straight Male to Straight Female Patch-cord,
22awg, PVC, 25ft (7.6 meter)

QDE-825D
Euro-Style Quick Disconnect Cable, 8 Pin Euro-Style Female Connector, 8 m (25 ft)
in Length, Non-Shielded


